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'PAVEMENT SCHEDULE

C1

PROP. APPROX. 2 1 / 2" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,

AT AN AVERAGE RATE OF 137.5 LBS. PER SQ.YD. IN EACH OF TWO LAYERS.
PROP. VAR. DEPTH ASPHALT CONCRETE SURFACE COURSE, TYPE SF9. 5A, AT AN
c2 AVERAGE RATE OF 110 LBS. PER SQ. YD. PER 1" DEPTH TO PLACED IN |
LAYERS NOT TO EXCEED 1 1 / 2" 1IN DEPTH _
D1 PROP. APPROX. 2 1 /4" ASPHALT CONCRETE INTERMEDIATE COURSE,
TYPE I19.0B, AT AN AVERAGE RATE OF 256.5 LBS. PER SQ. YD.
PROP. VAR. DEPTH ASPHALT CONCRETE INTERMEDIATE COURSE, TYPE I19.0B,
D2 AT AN AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO PLACED IN
LAYERS NOT LESS THAN 214" IN DEPTH OR GREATER THAN 4" IN DEPTH.
E2 PROP. APPROX. 4" ASPHALT CONCRETE BASE COURSE, TYPE 525 OB, AT
AN AVERAGE RATE OF 456 LBS. PER SQ. YD.
PROP. VAR. DEPTH ASPHALT CONCRETE BASE COURSE, TYPE B25.0B, AT AN
E3 AVERAGE RATE OF 114 LBS. PER SQ. YD. PER 1" DEPTH TO PLACED IN LAYERS
NOT LESS THAN 3" IN DEPTH OR GREATER THAN 5 1 / 2" IN DEPTH.
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kRamey Kemp & Associates, Inc.

\\Transporfaﬁon Consulting Engineers.
4928-A Windy Hill Drive Raleigh, North Carolina 27609
{919) 872-5/l5 fax (919) 878-5416




